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Abstract: In order to design the principles of the museum and exhibition, the 
architect must be sufficiently aware of the principles and criteria for designing 
these spaces and its side spaces. In this article, we will review the rules and 
principles of designing the museum and exhibition. If you are interested in this 
topic, join us . 
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Objectives of the Museum 
• Collecting, preserving and displaying contemporary works of art and 
expanding the level of community awareness. 
• Introduce national contemporary art and international contemporary art. 
• Permanent supply and display of contemporary art in other countries. 
• Introducing people, especially artists, to contemporary art. 
• Communicating with museums and centres for the preservation, education 
and dissemination of contemporary art in different countries. 
• Planning and presenting the necessary plans for encouragement, research in 
the field of contemporary art. 
• Creating educational programs to introduce society and especially artists to 
contemporary art through lectures, visiting programs, gatherings, publishing books 
and magazines, audio-visual affairs, restoration of works and technical services. 
Major activities of the museum 
• Organizing art exhibitions at national and international levels 
• Holding lectures and specialized seminars in various fields of art 
• Collecting, preserving, restoring and displaying exquisite works of art 
• Introducing people and artists to contemporary art 
• Communicating with museums and cultural and artistic centres, domestic 
and foreign 
Factors influencing the architectural design of the museum 
1- Space system 
Museums and exhibitions are a special type of space in which, in addition to 
the human-space relationship, a complex relationship between space and object is 
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also evident. As man determines his relations with his surroundings, an object is 
also perceived according to the surrounding environmental conditions and in 
relation to it. In determining the relations between man and object between 
multiple objects and between objects and space, it is usually a set of dimensions. 
Shapes and proportions are formed. However, the properties of the environmental 
conditions, the masses of objects, and the structures that are induced are so 
complex that the ultimate goal is achieved entirely through an experimental 
process . 
Since such spaces are based on the visual reactions of visitors, so the way of 
planning and designing the objects and the spaces of the visitors' rotation in 
relation to each other and realizing the effect of motor stimuli as a guiding factor in 
architecture . 
Here, the time factor is one of the most important factors in spatial 
organization, because due to the constant ability to record human perception, the 
density of collections and the way they are displayed should be proportional to the 
time they are seen . 
Thus, a large exhibition with information compaction may be less than a 
small exhibition with tedious movement limitations. Accordingly, the time factor is 
of special psychological importance in the order of collections, spatial organization 
and the aesthetic effect of their environment . 
Thus, a large exhibition with information compaction may be less than a 
small exhibition with tedious movement limitations. Accordingly, the time factor is 
of special psychological importance in the order of collections, spatial organization 
and the aesthetic effect of their environment . 
On the other hand, the spatial fluidity that arises from the special spatial 
conditions governing the design of exhibition spaces, creates freedom in the 
viewer's movement and thus the experimental understanding of space, a colourless 
and empty space that is dominated by moving human beings and communicating 
with stationary objects. Living beings create special spatial conditions, exist and 
are transformed into a flexible and fluid space, affected and effective . 
2- The light 
One of the most important environmental factors is sunlight, which is better to 
keep objects away from it. Daylight is more appropriate from above and changes 
its quantity or quality through reflection and shading. Maintains wall space, does 
not require a patio and also increases the security factor. Although it increases the 
dusty glass roof, it also causes water penetration, moisture accumulation, radiation 
entry, heat dissipation and etc.  
Side skylights make the wall and the front wall practically unusable, but 
simplicity is common and suitable for ventilation and creates a good view. With 
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large rooms and high ceilings, high windows can be used that act as both a skylight 
and four walls. 
Focused lights on walls are more likely to be either artificial or with a glass 
background to create a clearer presentation. 
 
A sample of lighting at art museum 
Museum design criteria 
A museum building may consist of several halls, each of which is a small 
space, as well as compartments and a variety of storage areas, which in turn are 
smaller spaces . 
Its space includes offices, rooms for seminars and lectures, a library and 
documents on the same floor as well as services and installations (heating and 
electrical appliances, warehouses, workshops, garages, etc.) in the basement or in 
separate buildings at a convenient distance from the building. Communication 
between public and service rooms should be comfortable and there should be a 
distance between the visitor and the staff . 
1- Exhibition 
Doors should not face each other in exhibition rooms. Rectangular rooms 
with dividing panels but with only a ceiling and a skylight should be avoided. The 
walls should be at a suitable angle to the light. The dimensions of the gallery to 
display a valuable object should not exceed 6.6 meters wide, 3.6 meters high and 
19.5 to 24 meters long. 
2- Galleries 
Galleries used to display works of art and cultural and scientific objects must 
meet the following requirements : 
Be safe from damage, theft, fire, moisture, excessive dryness, strong sunlight 
and dust . 
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A sample of lighting at art galleries 
Under normal circumstances, a human angle of view (54 or 24 degrees above 
eye level) of an image at a distance of 10 meters and its surface is perfectly clear is 
obtained when the height of the image is 4900 mm above the surface. Vision and 
continue 700 mm below the surface. Only in the case of large images does the 
human eye have to move from the bottom of the image to the top of the viewing 
angle. The best position to install thumbnails is a place that is level with the 
viewer. 
Objects on display should be displayed in such a way that they can be easily 
seen by the public. 
3- Amphitheatre 
It should be noted that the amphitheatre should be separate from the normal 
route of visitors, close to the main entrance hall or directly accessible to it. Fully 
equipped with safety equipment. (Additional doors, independent electrical system, 
separate from other parts of the building in terms of heat and noise and…) 
 
London’s-roman-amphitheater 
- Designing a suitable space for movie, slide and devices is one of the needs 
of this hall . 
- The exits should be open to the outside and designed according to the 
number of people and the length of their movement . 
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- The height of the doors should not be less than 220 cm . 
- The width of the corridors should be 1100 mm for up to 100 people, 1600 
mm for up to 250 people . 
- Stairs with a width of 1100 mm for up to 100 people, 1600 mm for up to 250 
people should be . 
- The minimum height of the stairs is 14 cm and the maximum is 18 cm. 
- Avoid the design of arched and parabolic walls and concave walls . 
- The per capita of the theatre without taking into account the stage space is 
1.1 square meters for each person . 
- If for every 3-4 corridors, a side exit with a width of 1 meter is considered, 
25 seats are allowed for each corridor . 
- The line of sight of each spectator should be 12 cm above the eyes of the 
spectator in the front row. 
- The maximum distance of the last row from the front line of the stage is 24 
meters . 
- It should also be designed in such a way that the scene can be seen clearly 
and well from anywhere in the hall, i.e. There must be a match between its depth 
and width. 
- Scenes without expansion and expansion of less than 100 square meters, the 
ceiling of the stage is less than 1 meter above the upper part of the front of the 
stage . 
- The ratio of the height of the front of the stage to the width should be 1:6 . 
- The distance between the seating edge of each seat and the back of the front 
seat should be at least 60 cm for fixed seats and at least 40 cm for folding seats . 
- The minimum width of the chairs from the axis to the axis of the seat handle 
should not be less than 50 cm and the minimum seating depth of the chairs should 
not be less than 40 cm. 
- The height of the projection room should not be less than 2.5 meters. 
Examples of amphitheatre plan 
4- Library 
The most important point that should be considered in the initial design of the 
library is its peace and quiet and its pleasant environment, which is related to both 
its location in the collection and the materials used in it . 
- Direct sunlight from the library is undesirable. Therefore, try as much as 
possible to provide the library light through the northern front. 
- Use heat and smoke detectors, avoid the method of spraying water because 
the damage to the book is more than fire . 
- In the reference books section, an area of 10 square meters is allocated for 
every 1000 volumes of books . 
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- in open access space; 15 square meters per 1000 volumes of books (at least 
100 square meters) are allocated . 
- The reading table for the reader of the book is 600 × 900 mm and 25.2 
square meters of space is allocated for each person to read . 
- The space between the shelves should be at least 1.4-1.3 meters wide. 
- The corridor between the shelves should not be more than 3 meters long . 
All libraries need a small study room (10 square meters) and a bookcase 
equipped with shelving (5 square meters) . 
 
Library at Museum of contemporary art Tokyo 
5- Office units 
The flow of work in an office is like a machine where all its components work 
together. The source of power is an intelligence agency. Therefore, the design 
should be such that information flows in each section without unnecessary 
interruptions. In order to achieve this goal, the main administrative departments 
according to the functions of each should be considered in a suitable place. For 
example, the people in charge of management usually gather in one place. Or the 
management department can be away from the public office traffic and the 
administrative and financial affairs departments, secretariat and… which have a lot 
of contact with the officials and employees of this department should be 
considered in direct contact with it . 
The office section should be accessible to the public through the main 
entrance hall, but it is very appropriate to consider a separate and independent 
entrance in order to reach the staff and special people . 
The area of the laboratories should be commensurate with the size of the 
museum, and the space allocated for this purpose should be large, with sufficient 
light and adequate air flow. It is also equipped with all the facilities to prevent theft 
and fire and is easily accessible from inside and outside the museum . 
6- Research unit 
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The area of the laboratories should be commensurate with the size of the 
museum, and the space allocated for this purpose should be large, with sufficient 
light and adequate air flow. It is also equipped with all the facilities to prevent theft 
and fire and is easily accessible from inside and outside the museum . 
 
The WA Museum Collections and Research Centre houses most of the Museum's 
collections and research facilities 
7- Educational units 
In educational spaces, the issue of light is always important . 
If the depth of the class is more than 6.5 meters, the minimum width of the 
window should be 1.20 meters and its height should be 2 to 2.5 meters. Also, light 
should be radiated from the left . 
8- Warehouse or tank 
- Many museums use it as a warehouse to prevent problems due to pressure 
and heavy load on the building below . 
- In the storage and moving system of flat weaves, the vertical distance 
between the two horizontal bars in each unit must be considered in such a way that 
it is proportional to the size of the weaves that will be thrown on them. The 
distance between the rails on the roof is 15 cm for light weaves and 20 cm for 
heavy weaves with a large volume. The distance between the end of the hanging 
object and the floor of the room for air circulation should be considered 60 cm. 
Also, the space provided in the middle of the room should be large enough to 
easily display each unit . 
9- Museum parking 
- It is necessary to separate the employees 'parking lot from the public parking 
lot, and if possible, an indoor or at least a shaded area (especially for the 
employees' parking lot where the car is parked for a long time) should be 
considered to protect it from sunlight and rain . 
- The car entrance should be at least 150 meters away from the street 
intersection, or use a slow lane to reach the entrance . 
10- Museum facilities 
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The location of the facility building should be designed so that it can be 
accessed on foot and on foot and away from galleries and museums so that noise 
and air pollution do not disturb it . 
Functional and physical application 
Organizing of the whole collection 
In order to organize the museum and divide the elements of the display, a 
coordination must be established between the set of objects on display, the visit 
circuit or the guiding axes, and the information sections. In any museum, 
depending on the reputation and relationship with the visitor, there are three 
different areas : 
Public arena: with direct access to the general public. Includes galleries, 
library, and amphitheatre and … 
Private area: which requires a small amount of space and includes office 
space, warehouses, interior services and etc. 
Public-private arena: includes research, educational spaces, restaurants, health 
services and other welfare services . 
It is also possible to pay attention to the performance of the museum's arena, 
that is, to place almost the same and almost similar functions in a single arena. In 
this case, the museum will be defined by the following areas : 
1 - Introduction 
2 - Administrative 
3 - Research 
4 - Educational 
5 - Welfare and public services 
6 - Support services 
Below, each of the above areas is briefly introduced and related studies are 
presented . 
1- Introduction 
This area includes parts of the museum that are dedicated to the introduction 
and display of works. In fact, it is the most important and basic area whose role is 
directly related to the users and visitors of the museum. Galleries, amphitheatres 
and libraries are some of the spaces that make up this arena . 
1-1 Galleries 
Galleries are an important and visible part of the introduction. Since the 
exhibited works include permanent and temporary works, galleries are also of two 
types: permanent galleries; where permanent works (which usually do not change) 
are displayed, temporary galleries in which the works are naturally displayed 
temporarily at the time of the temporary and seasonal exhibition. The Carpet 
Museum also has permanent local galleries to display about 200 art-old-museum 
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carpets and carpet designs and even carpet weaving and maintenance tools, and 
temporary galleries to hold seasonal and thematic exhibitions on various occasions. 
It is intended for displaying works of art, especially personal art carpets, which 
may even offer temporary gallery works for sale. It should be noted that the carpets 
on display have different dimensions and sizes from carpets to carpets with large 
dimensions and area, which should be considered in the design. 
It is also better for the visitor to be more familiar with specialized carpet 
issues such as restoration, restoration workshops in the way of galleries and in a 
way as part of the exhibition. To repair and renovate carpets that need to be 
repaired, a space (repair workshop) has been provided for doing this, where 
restoration masters are repairing and repairing carpets. In the restoration workshop, 
a small laboratory will be needed for chemical and physical research equipped with 
the least common equipment. 
1-2 Amphitheatre (multi-purpose hall) 
One of the most important and valuable spaces in any museum is the multi-
purpose hall, which has a great impact on the growth and development of the 
social aspects of this building. The social efficiency of the museum is closely 
related to its attractiveness, which means that it psychologically invites visitors to 
walk around and enjoy its space. It also adds to the range of information by making 
good use of visual arrangements. This goal is achieved by building a multi-purpose 
hall. In addition to being closely related to its theatrical space, it should be 
designed independently in relation to the outside of the building. The types of 
gatherings that are held in this hall are: seminars and congresses and meetings, 
theatre and concerts and cinematic performances. The spaces of this hall are: the 
main space of the theatre or the main hall, the stage and theatrical part, the 
backstage, the lobby and the foyer . 
 
The Amphitheatre de la Verriere, located in Aix-en-Provence, France 
1-3 Library 
Today, no educational or research institution needs a library. Museums also 
need a library that is organized in a way that is appropriate to the type, goals, and 
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community of the client, as time goes on, according to the specific tasks they are 
responsible for (preparing new objects, displaying, and researching museum 
objects). And meet the research needs of museum experts and researchers. 
Libraries today have other materials besides books. These materials include films, 
slides, CDs, photographs, newspapers, magazines, books, manuscripts, etc. Thus, 
the library has a variety of tasks in the information system. The main purpose of 
this library is to provide information to expert users, relying more on periodicals . 
In any museum, the purpose of creating a library should be exactly in proportion to 
the space and furniture on display and usable. The carpet museum library is a 
space where researchers and even carpet students can use specialized carpet books 
and publications and study in its quiet atmosphere. Therefore, it is necessary to 
predict the appropriate space for the library in the Carpet Museum. This library has 
a capacity of about 8000 volumes of books and more than 1000 volumes of 
scientific journals, reports, bulletins and dissertations and consists of a repository 
of books with open and closed access, a reading area, a study room and a 
warehouse. 
 
The Morgan Library & Museum 
NEW YORK | UNITED STATES 
2- Administrative area 
This area includes the department and various administrative departments, 
such as various deputies, which deal with administrative and financial work and 
the planning and general policy-making of the complex . 
The administrative field includes two different areas : 
2-1 Headquarters 
Among the tasks of this field are monitoring the implementation of various 
projects in different sectors, coordination between deputies and managements, 
final approval of plans and projects, preparation and formulation of a general 
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policy in the form of objectives of the collection, monitoring the performance of 
other areas. This area itself includes 3 parts: directorate, program, budget, 
organization, and security. 
2-2 Administrative and financial deputy 
From the duties of this field; Preparing and formulating the policy of the 
affiliated units in the form of the objectives of the complex and communicating the 
current approvals and regulations to the relevant units, supervising the proper 
implementation of administrative, financial and service affairs of the complex in 
compliance with relevant regulations Environmental health and monitoring the 
proper implementation of contracts. This area has 4 main parts; financial 
management, recruitment management, technical management and maintenance 
and general management . 
3- Research area 
This field includes spaces where researchers interested in the subject of 
carpets can do research theoretically or practically and use the facilities provided in 
this section. The role of research in scientific and technological advances is by no 
means negligible. Iran's carpet industry is also very poor in terms of scientific and 
artistic research. As a result, the need for a carpet research section next to the 
museum is well felt. The field of research includes two major fields of research : 
3-1 Scientific research field 
In this field, researchers in the workshop and laboratory study issues related 
to spinning and dyeing fibres and carpet weaving techniques (weaving) . 
3-2 Theoretical research field 
In this field, researchers’ study and theoretically research on the history of 
carpets and carpet designs, carpets in economic terms, in general, and spinning and 
weaving carpets in particular, as well as chemistry and dyeing . 
To achieve research goals in the museum, the research area has spaces such 
as: study office, laboratories and specialized workshops . 
4- Educational field 
Carpet science education is one of the important pillars of this museum 
through which this art can be recognized and promoted and made available to 
everyone. This is done through the educational sections of the museum, whose 
main task is to establish classes and workshops in the field of history, patterns, 
weaving, and dyeing and carpet restoration. This section is composed of spaces 
such as classrooms, workshops and laboratories according to its goals and tasks . 
5- Welfare and public services 
The human need for services is felt in any space. It is as if human beings carry 
their basic and vital needs everywhere along with the expansion of their other 
needs. These needs are quite tangible and material in nature, and with this feature 
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they are distinguished from the more sublime, non-objective and intangible human 
needs. The need for body comfort and meeting the needs of the body in any space 
created for human beings must be considered. In order for a museum to have a 
special attraction for the visitor, to meet his physical needs and to place him in a 
familiar and comfortable environment, it should be designed as a mixture of public 
and private spaces, so that the visitor, while forgetting the confusion, is in balance. 
And be in more contact with people and objects. These functions provide short-
term rest space and places for recreation and leisure. The welfare and general 
services of the carpet museum include a restaurant or a teahouse, a handicraft shop, 
and so on. 
5-1 Restaurant or teahouse 
For a small museum, it is enough to have an outpatient buffet or a traditional 
teahouse and a reception or a sandwich and a drink in one central point. This space 
is recommended for staff, researchers and visitors to the museum. If possible, the 
buffet should overlook the lush garden or the outside corridor to have a pleasant 
view. And in order not to disturb the noise, it should be raised separately from the 
rest of the museum so that it does not disturb other parts of the museum. 
 
British Museum Great Court restaurant 
London / United Kingdom / 
5-2 Handicraft store 
As the museum seeks to preserve and revitalize the spirit of our heritage art, 
having a small shop or stall next to the museum to sell the handicrafts of 
contemporary artists can attract as many visitors as possible, as well as current 
facts and spirit. Which is realized in the museum to realize the works of 
contemporary time. 
6- Arena of support services 
This building needs side spaces that, although not used directly, but play an 
important role in improving the quality of life of the main spaces, this area 
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includes these spaces guarding, warehouse, facilities, crew, parking and green 
space.  
6-1 Warehouse 
Until many years ago, storing in museums was such that only objects that 
could be displayed in galleries were placed and other objects that could not be 
displayed were stored in a warehouse where no one could enter., Have now 
conclude that the warehouse is not stagnant and all materials are of particular 
importance for use. In general, only three categories of objects and materials need 
to be stored - Cases to be studied - Loans to be borrowed (to schools and 
universities) - Museum objects to be temporarily stored for when the objects of an 
exhibition. They collect and maintain the new one or they collect the previous 
exhibition . 
Some modern museums have their storage rooms equipped with vertical 
metal frames covered with a wire mesh plate or perforated boards, and a large 
number of paintings with hooks can be mounted on them. These frames have 
wheels that move on rails embedded in the floor and ceiling of the room, so that 
each frame can be easily pulled out and the paintings on it can be examined 
(Hirschhorn Museum, Washington, DC). The textiles can be wrapped around 
cylinders and placed on vertical frames that move on wheels. The two ends of the 
cylinder should protrude from the sides of the fabric to protect the edges of the 
fabric from rot and aging. Or use a flatbed weave movable support system that 
hangs the carpets by creating rails on the roof to make it easier to access the 
horizontal bars that carry the weaves. 
6-2 Guarding 
Museums and art galleries contain valuable objects. Some of them even have 
priceless objects and should have the highest possible level of security. 
Traditionally, this has been left to the guards and supervisors. In this case, it is 
important that the galleries are designed so that the guard has the most view of his 
place. In modern methods, the person is still important but is equipped with 
mechanical and electrical devices. 
 
Museum Security Guard 
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6-3 Parking 
One of the most important support issues in museums is parking, which 
should be given full attention. The parking lot in the museum consists of three 
parts: staff parking, parking for tourist and school buses, parking for private cars . 
6-4 Facilities 
One of the side spaces that plays an important role in the quality of the spaces 
used is the installation space. The engine room is the centre of the museum's 
heating and air conditioning facilities. Engine rooms provide the needs of heating 
and cooling, hot water and hot water for sanitary facilities . 
6-5 Green area  
The beauty of a museum will be doubled if it is surrounded by gardens and 
lawns, and if we have a favourable climate, we can use this privilege to present 
some of the exhibits. The branches of the trees around the museum are used as an 
effective natural filter for dust and chemicals that cause pollution, as well as 
regulating humidity.  
 
Garden-Topped Buk Seoul Museum of Art is a Green Cultural Hub for North-
eastern Seoul 
Also, the land around the museum can be used as a background section and at 
a suitable distance from the museum, equipment and service sections can be built, 
which are undesirable and dangerous due to their presence in the main building of 
the museum. If the museum is located on a busy street, it is always advisable to 
separate the museum from the vehicles with a row of dense trees and place it in the 
cosiest corner of the bed. 
Basically, in designing open spaces, one should pay attention to the 
possibility of using them at all times of the day and seasons. In the design of 
recreation-tourism centres, open spaces always sit in the centre between different 
areas, green spaces and numerous courtyards are the main elements that form the 
order of the complex, and in fact, the story of the design is told with their help. The 
importance of open space is such that each space is credited as much as its 
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connection with open space, and the honour of each part is to the extent that open 
space captures it. The open spaces of the complex should be in the form of 
beautiful and busy courtyards, the centre of attention and attention of other design 
elements. In the centre and important and eventful places, water fountains are 
placed so that the movement of water, sound and freshness permeate it 
everywhere. Vegetation in outdoor design should be considered as a design tool. 
Variety of shape, volume and composition of plants can introduce them as 
architectural elements. Leafy trees, shrubs and shrubs can create a variety of 
outdoor design combinations. Creating confined spaces and breaking viewing 
angles are qualities that can be created by vegetation. Umbrella trees can be like a 
roof or a canopy. Green roofed space can be created with scaffolding and climbing 
plants. By planting tall base fence plants on both sides of the passages, the 
boundaries of the passage and paths can be defined and determined, and in 
contrast, dwarf fence plants can, in addition to the above effect, also create the 
possibility of seeing the surroundings. In this regard, the use of local plants is very 
important because they are easily accessible and save water consumption and a lot 
of effort in their maintenance. In addition, faster and better growth of native plants 
is guaranteed. Obviously, in the design of outdoor space should be used the type of 
trees, shrubs and plants in general that are compatible with the climatic conditions 
of the region. In outdoor design, when choosing the right plants, you can use 
evergreen trees as well as trees that find different faces in different seasons 
(deciduous trees). Evergreen trees preserve the lush landscape of gardens and open 
spaces all year round. But deciduous trees have different faces on different days 
and months, and this adds to the beauty of green spaces. At the same time, the 
difference between these two types of trees creates a subtle contrast and enhances 
the quality of each. 
Due to the use of children in this area, it is necessary to avoid planting 
poisonous or prickly trees and shrubs. Trees and plants can be used as symbols that 
identify a yard in the design of the complex. Enclosed open spaces that are created 
at different corners of the design, following the design of the complex, can be 
highlighted by one or more trees or shrubs. Dense vegetation or fences formed 
from rows of trees, breaking the viewing angles, crushing a large area of open 
space and creating small and cosy spaces. In contrast, short trees with grassy 
surfaces can put a large outdoor scene in front of the audience. The accumulation 
of trees in a part of the open space can differentiate that point from its 
neighbouring points, and the passages and paths in the design of open spaces can 
be designed in a variety of ways and separately from each other. Cycling routes, 
public ride route, utility route, service route, etc. can be mentioned as examples of 
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different types of routes. The important point is that these routes should be 
designed according to the overall thinking of the collection. 
The sidewalks that are the main and important outdoor paths of the complex 
can be attractive and attractive with various events that take place next to them. In 
designing these routes, it is necessary to pay attention to the fact that when people 
travel in different seasons, it is possible for them to rest and take refuge on the 
route. Summer routes and complex service are also very important, considering 
that these routes are in remote places. They will be out of sight and private and 
service cars will use them only in some cases. They can be used for some accesses 
in order to reduce the levels of passenger routes by slightly changing some 
pedestrian routes. However, the dimensions and specifications of the routes are 
determined according to their main and secondary and the type of use that is made 
of them. 
Tips on the architectural design of the museum 
1- Every activity that the audience does in the museum needs a space for its 
contrasting activity to eliminate the feeling of tiredness in the audience. 
2- A proper hierarchy of short-term rest space increases the efficiency of the 
museum and increases the visitor's desire to stay and see . 
3- Because seeing happens up close in the museum, in order to relieve fatigue, 
there is a need to see far and wide, and consequently paying attention to the 
surrounding landscape, freeing and leaving the path of view of the surrounding 
landscapes and the visual connection of these landscapes with theatres. Objects are 
of special importance. 
4- The place of human activity needs open space and direct connection with 
natural light, and the place of display of objects needs artificial and controllable 
light. The architecture of the showroom should be a response to these conflicting 
activities and needs . 
5- The architecture of the museum should be such that both its social mission 
- direct communication with the audience - is considered and security and 
protection issues are observed . 
6- The designer's art in designing a museum will be a suitable accompaniment 
to conflicting activities . 
7- It should be noted that the museum and its building is a means of 
displaying objects and not objects as a means of displaying the museum building. 
8-  The architectural features of the museum should be consistent with the 
harmonious relationships of space, light and works . 
9-  The architecture of the museum should be applicable to the issue of 
pavilion and classification of objects and emphasize it . 
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10-  In the field of drama, no space can be considered absolutely 
communicative. The smallest level of the museum should also serve to provide 
information and display works to the audience . 
11-  In museum architecture, the visitor's orbit and the staff movement path 
and the movement path of the works must be separated from each other . 
12- The entrance should be designed as an independent architectural element 
but in close connection with the museum . 
13-  The entrance is a bridge that connects people with the contents of the 
museum. 
14-  Installing an independent entrance for some service spaces (such as 
restaurants) exposes the museum to casual visits (those who have not come to see 
the museum) and helps to attract the audience and keep the collection active . 
15-  The basic premise of any museum is the relationship between the object 
and the audience . 
16-  Every viewer comes to the museum under the pretext of establishing a 
personal relationship with the object. 
17-  The designer, in organizing the space of the museum, should try to 
provide an arrangement so that the visitor can easily walk in different spaces of the 
museum and understand its hierarchy well . 
18- The designer should try not to interrupt the visit in the display space and 
the vertical movement of the audience should be accompanied by horizontal 
movement. Here it is important to pay attention to the proper selection of physical 
elements . 
19- The mission of the designer in the design of the museum is that the space 
(to express the content) is defined and created in such a way that the audience 
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